
BLANCO PANERA-S 

Item No. BM3142SS 

metallic surface 

High Pressure 

 

 Pros 

 

Stainless steel precision 

 Designer mixer tap of striking elegance 

 Innovative control concept: easy to pull spray hose from the front 

 Changes from clear spray to shower at the touch of a button 

 Energy-saving: basic setting of the control lever to cold start 

 Perfect visual integration of the shower button 

 High-quality version in solid stainless steel, brushed finish 

 Colours 

 

https://www.blanco-germany.com/assets/blanco_840x440/hlr-system/Kuechenarmaturen/BLANCOPANERA-S/03332502.jpg


metallic surface 

Item No. BM3142SS 

High Pressure 

Available colours 

 brushed steel 

 Details 

  

Side View 

  

Swivelling 

https://www.blanco-germany.com/uk/uk/taps/taps_product_range/mixer_tap_pdf.html?articleNo=521547


  

Scope of supply 

- Spout can be swivelled by 160° 

- Ø 35mm tap hole required 

- With ceramic disk cartridge 

- Metal-sheathed spray hose 

- Flexible connection pipes with a length of 560 mm and 3/8'' nut for particularly easy and secure 

installation 

- Patented jet regulator for markedly reduced scaling 

- Stabilising plate to increase the stability of the tap when fitted in stainless steel sinks 

- With non-return valve and thus guaranteed against reflux in accordance with EN 1717 

- LGA approved 

- Planned for DVGW certificate 

Please note:  

Suitable for high pressure supply only min 0.5 bar (approx. 5 metre head) 

Heavy duty metal tap stabilising bracket, fit as required. Item No. BL450775 

Height: 299 

Reach: 225 

Base: 47 

Tap hole: ø35 

 



BLANCO SUBLINE 700-U 

Item No. 

 

 Pros 

 

The designer line for under mount installation in SILGRANIT® PuraDur® II 

 Maximum bowl size provided by the very best in production and 

mounting technology 

 Mounting involves no additional expense 

 Under mount bowl for discerning demands on design 

 Timelessly elegant, contoured bowl design 

 Entire system for a wide variety of plans featuring large and small 

bowls 

 Elegant and hygienic: the covered C-overflow® 

 Optional accessories 

 Colours 

 

SILGRANIT® PuraDur® 

Item No. 

Available colours 

https://www.blanco-germany.com/assets/blanco_840x440/hlr-system/Spuelcenter_Becken/BLANCOSUBLINE_700-U_SILGRANIT_InFino/01978700.jpg


 white 

 tartufo 

 rock grey 

 pearl grey 

 nutmeg 

 jasmine 

 coffee 

 champagne 

 anthracite 

 alu metallic 

 Details 

  

Top View 

  

Side View 

https://www.blanco-germany.com/uk/uk/sinks_kitchen/full_sink_range/print_pdf.html?articleNo=523444
https://www.blanco-germany.com/uk/uk/sinks_kitchen/full_sink_range/print_pdf.html?articleNo=523444
https://www.blanco-germany.com/uk/uk/sinks_kitchen/full_sink_range/print_pdf.html?articleNo=523444
https://www.blanco-germany.com/uk/uk/sinks_kitchen/full_sink_range/print_pdf.html?articleNo=523444
https://www.blanco-germany.com/uk/uk/sinks_kitchen/full_sink_range/print_pdf.html?articleNo=523444
https://www.blanco-germany.com/uk/uk/sinks_kitchen/full_sink_range/print_pdf.html?articleNo=523444
https://www.blanco-germany.com/uk/uk/sinks_kitchen/full_sink_range/print_pdf.html?articleNo=523444
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https://www.blanco-germany.com/uk/uk/sinks_kitchen/full_sink_range/print_pdf.html?articleNo=523444
https://www.blanco-germany.com/uk/uk/sinks_kitchen/full_sink_range/print_pdf.html?articleNo=523444


  

Front View 

 Scope of supply 

 3 1/2'' basket strainer, fixing kit 218 268 included (sealing not included) 

 Design tips 

 Cabinet Width: 80 cm  

Bowl depth: 190 mm  

Corner radius: 10mm 

Cut out size: 700 x 400 x R10 

Cut out information supplied with bowls. 

Cut out CNC files also available on www.blanco.co.uk for download. 

 



Color Variants
AL400121
Stainless steel
Width 120 cm

AL400121
Table ventilation 400 series
Stainless steel
Width 120 cm
Air extraction / Air recirculation
Motorless

Extendable table ventilation, when
not in use can be completely lowered
into the worktop
Can be combined perfectly with other
Vario appliances of the 400 series
Dimmable, neutral white surface
LED light for ideal illumination of the
whole cooktop
Precision crafting of 3 mm stainless
steel
For surface mounting with a visible
edge or for flush mounting
Motorless, can be combined with
Gaggenau BLDC remote fan units

Output
Power levels depend on the remote fan
unit, see table on page XX.

Features
3 electronically controlled power levels
and 1 intensive mode.
Interval ventilation, 6 min.
Run-on function, 6 min.
Grease filter saturation indicator.
Cartridge-type filter, dishwasher-safe.
Neutral white surface LED light (3600
K), continuously dimmable.
Lamp output 4 x LED 6medium power
5W stripe.
Illuminance 191 lx.
Spare covers for closing air outlets.
No connecting piece included.

Consumption data
Consumption data is referred to a
configuration with the remote fan unit
AR 400 142.
Energy efficiency class A+ at a range of
energy efficiency classes from A++ to
E.
Energy consumption 45.1 kwh/year.
Ventilation efficiency class A.
Ilumination efficiency class E.
Grease filter efficiency class C.
Sound level min. 44 dB / max. 59 dB
normal mode.

Planning notes
Refer to the table on page XX for
the matching remote fan units for air
recirculation or air extraction mode.
Secure the control unit to the side
panel of the cabinet, not to the base of
the cabinet or the kitchen floor.
Connection to the respective
appliances via network cable.
For operation with 3 appliances 400
series or a cooktop configuration of up
to 92 cm wide.
Operation of Vario cooking appliances
only possible without appliance cover.
Max. output of cooktops 18 kW.
In combination with the cooktop CI 290,
installation in 60 cm deep worktops is
possible.
If the remote fan unit is installed within
the bottom cabinet and if combined
with VK or VF ensure accessibility to the
outlets.
Installation is possible in worktops
made of stone, synthetics or solid
wood. Heat resistance and watertight
sealing of the cut edges must
be observed. Concerning other
materials please consult the worktop
manufacturer.

Characteristics
Product name/family
Color chimney
Typology
Traditional
Approval certificates
Australia Standards, CE, Eurasian, G-
Mark, VDE
Length electrical supply cord (cm)
170
Required niche size for installation
(HxWxD)
540mm x 1140mm x 122mm
Height of the chimney (mm)
Height of product, without chimney
(mm)
540
Net weight (kg)
40.509
Type of control
Electronic
Number of speed settings
Maximum output air extraction (m3/h)
650
Boost position output recirculating
(m3/h)
Maximum output recirculating air (m3/
h)
580
Boost position air extraction (m³/h)
Number of lights
4
Noise level (dB)
59
Diameter of air outlet (mm)
Grease filter material
Washable stainless steel
Odour filter
No
Operating Mode
Convertible
Delay Shut off modes
6M
Required accessories
Blower
Optional accessories
AA400510
Type of lamps used
LED
Total power of the lamps (W)
20
Grease filter type
Multilayer cassette
Clean filter reminders

Consumption and connection features
Connection Rating (W)
65
Current (A)
10
Voltage (V)
230
Frequency (Hz)
50; 60
Plug type
CH plug w/ earthing, Gardy plug w/
earthing, GB plug
Installation typology
Built-in into the cabinet
Universal Product Code
825225913689
Material body
Stainless steel
Approval certificates
Australia Standards, CE, Eurasian, G-
Mark, VDE
Length of electrical supply cord (in)
Plug type
CH plug w/ earthing, Gardy plug w/
earthing, GB plug
Dimensions of the product, with
chimney (if exists) (in)
/ x x
Dimensions of the packed product (in)
14.96 x 25.19 x 51.18
Height of the chimney (in)
Vertical rise height
Required distance above cooktop/
ranges
Net weight (lbs)
89
Gross weight (lbs)
104
Motor location
External motor
Maximum output recirculating air (CFM)
Diameter of air duct (in) top
Diameter of air duct (in) back
Discharge direction
horizontal
No-return airflow flap
No
Length electrical supply cord (cm)
170
Dimensions of the product, with
chimney (if exists) (mm)
540-870 x 1184 x 140
Dimensions of the packed product
(HxWxD) (mm)
380 x 640 x 1300
Height of the chimney (in)
Net weight (kg)
40.509
Gross weight (kg)
47.0
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The remaining surface of the worktop
(min. 50 mm) between the cut-outs
must be reinforced with a support. It is
recommended to use furniture support
AA 409 401/431.
Ovens that do not exceed the maximum
allowed cabinet temperature can be
combined with the table ventilation if
built-in situation permits.
To avoid smoke when frying/grilling
refer to the manuals of VR/VP.
When installing a ventilation hood with
air extraction mode and a chimney-
vented fireplace, the power supply line
of the ventilation appliance needs a
suitable safety switch.

Connection
Total connected load 65 W.
Connecting cable 1.7 m, pluggable.
Network cable 1.2 m.



AL400121
Table ventilation 400 series
Stainless steel
Width 120 cm
Air extraction / Air recirculation
Motorless
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AL400121
Table ventilation 400 series
Stainless steel
Width 120 cm
Air extraction / Air recirculation
Motorless
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AL400121
Table ventilation 400 series
Stainless steel
Width 120 cm
Air extraction / Air recirculation
Motorless
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AL400121
Table ventilation 400 series
Stainless steel
Width 120 cm
Air extraction / Air recirculation
Motorless
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Color Variants
BOP240101
Full glass door in Gaggenau Anthracite
Width 60 cm
BOP240111
Full glass door in Gaggenau Metallic
Width 60 cm
BOP240131
Full glass door in Gaggenau Silver
Width 60 cm

Included accessories
1 x enamel baking tray.
suit. pyrolitic clean.
1 x glass pan.
1 x grill shelf.
1 x pluggable meat probe.

BOP240101
Oven 200 series
Full glass door in Gaggenau Anthracite
Width 60 cm
Right-hinged

Flush installation
13 heating methods, with core
temperature probe and baking stone
function
TFT touch display
Panel-free appliance with surface
control module
Electronic temperature control from
30 °C to 300 °C
Net volume 76 litres

Heating methods
Hot air.
Eco hot air.
Top + bottom heat.
Top heat.
Bottom heat.
Hot air + bottom heat.
Full surface grill + circulated air.
Full surface grill.
Compact grill.
Baking stone function.
Roaster function.
Dough proofing.
Defrosting.

Handling
Rotary knob and TFT touch display
operation.
Clear text display.
Option to save individual recipes (incl.
core temperature probe).
Information key with use indicators.
Side-opening door opens up to 110°
angle.

Features
Core temperature probe with automatic
shut-off.
Baking stone socket.
Actual temperature display.
Rapid heating.
Timer functions: cooking time, cooking
time end, timer, stopwatch, long-term
timer.
60 W halogen light on the top.
Chromium-plated side shelf supports
with 4 tray levels.

Safety
Thermally insulated door with triple
glazing.
Child lock.
Safety shut-off.
Cooled housing with temperature
protection.

Cleaning
Back wall and ceiling with catalytic
coating.
Gaggenau enamel.
Heated catalyser to clean the oven air.
Grease filter in front of hot air fan.

Planning notes
Door hinge not reversible.
The door panel surface of the
appliance extends 21 mm from the
furniture cavity.
The outer edge of the door handle
extends 72 mm from the furniture
cavity.
Necessary lateral gap between
appliance door and furniture panel of
min. 5 mm.
Consider the overhang, incl. the door
handle, when planning to open drawers
next to the appliance.
When planning a corner solution, pay
attention to the 110° door opening
angle.

Characteristics
Color / Material Front
Anthracite
Built-in / Free-standing
Built-in
Integrated Cleaning system
No
Required niche size for installation
(HxWxD)
590-590 x 560-560 x 550
Dimensions of the product (mm)
595 x 590 x 547
Dimensions of the packed product
(HxWxD) (mm)
780 x 760 x 680
Control Panel Material
without panel
Door Material
Glass
Net weight (kg)
52.433
Usable volume of cavity (l)
76
Cooking method
Baking stone function, Bottom heat,
Conventional heat, Defrost, Dough
proving setting, Full width grill, Half
width grill, Hot Air, Hot air and 1/1
bottom heating, Hot Air-Eco, Hot air
grilling, Roaster function, Top heat
First cavity material
Enameled
Number of interior lights
1
Approval certificates
CE, Eurasian, G-Mark, Ukraine, VDE
Length electrical supply cord (cm)
Interior Lights - cavity 1
1
Pull-out system
Accessory
Clock function
Alarm, Off, On, timer
Included accessories cavity 1
1 x enamel baking tray,suit. pyrolitic
clean, 1 x glass pan, 1 x grill shelf, 1 x
pluggable meat probe
Bake Element Wattages cavity 1 (W)
Broil Element Wattages cavity 1 (W)
3000
Convection Element Wattages cavity 1
(W)
2100
Microwave wattage cavity 1 (W)
Drawer wattage (W)

Consumption and connection features
Energy efficiency class (2010/30/EC)
Energy consumption per cycle
conventional (2010/30/EC)
1.25
Energy consumption gas oven per cycle
conventional (2010/30/EC)
Energy consumption per cycle forced
air convection (2010/30/EC)
0.83
Energy consumption gas oven per cycle
forced air convection (2010/30/EC)
Energy efficiency index (2010/30/EC)
95.4
Electrical connection rating (W)
3700
Current (A)
16
Voltage (V)
220-240
Frequency (Hz)
50; 60
Plug type
Fixed connection, No plug
Connecting cable type
Universal Product Code
825225914594
Color / Material Front
Anthracite
Alternative colors available
BOP240111, BOP240131
Energy input
Electric
Approval certificates
CE, Eurasian, G-Mark, Ukraine, VDE
Length of electrical supply cord (in)
Required cutout/niche size for
installation (in)
x x
Dimensions of the packed product (in)
30.70 x 26.77 x 29.92
Net weight (lbs)
116
Gross weight (lbs)
123
Length electrical supply cord (cm)
Net weight (kg)
52.433
Gross weight (kg)
56.0

2018-11-16
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For installation underneath cooktops:
Distance between the underside of the
cooktop and the top edge of the oven
cavity: min. 15 mm. The planning notes
for the cooktops (particularly regarding
ventilation, gas/electric connection)
must be taken into account.
To achieve the 550 mm installation
depth, the connection cable needs to
follow the slanted edge on the corner
of the housing.
The mains socket needs to be planned
outside of the built-in niche.

Connection
Energy efficiency class A at a range of
energy efficiency classes from A+++ to
D.
Total connected load 3.7 kW.
Plan a connection cable.



BOP240101
Oven 200 series
Full glass door in Gaggenau Anthracite
Width 60 cm
Right-hinged
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Color Variants
BSP251100
Full glass door in Gaggenau Anthracite
Width 60 cm
BSP251110
Full glass door in Gaggenau Metallic
Width 60 cm
BSP251130
Full glass door in Gaggenau Silver
Width 60 cm

Included accessories
1 x STS tray-GN2/3-punched-40 mm
deep.
1 x STS tray-GN2/3-unpunched-40 mm
deep.
1 x grid.
1 x pluggable meat probe.

Product Variants
BSP250100
Combi-steam oven 200 series
Full glass door in Gaggenau Anthracite
Width 60 cm
Right-hinged
Controls at the top

BSP251100
Combi-steam oven 200 series
Full glass door in Gaggenau Anthracite
Width 60 cm
Left-hinged
Controls at the top

Flush installation
Water tank
Hot air 30 °C to 230 °C can be
combined with chosen humidity level
of 0%, 30%, 60%, 80% or 100%
TFT touch display
Panel-free appliance with surface
control module
Steaming without pressure
Electronic temperature control from
30 °C to 230 °C
Core temperature probe, removable
Net volume 42 litres

Heating methods
Hot air + 100 % humidity.
Hot air + 80 % humidity.
Hot air + 60 % humidity.
Hot air + 30 % humidity.
Hot air + 0 % humidity.
Dough proofing.
Defrosting.
Regenerating.
Low temperature cooking.

Handling
Rotary knob and TFT touch display
operation.
Clear text display.
Option to save individual recipes (incl.
core temperature probe).
Information key with use indicators.
Side-opening door opens up to 110°
angle.

Features
Removable 1.3 litre water tank.
Water level warning.
Core temperature probe with automatic
shut-off.
Actual temperature display.
Timer functions: cooking time, cooking
time end, timer, stopwatch, long-term
timer.
Electronic boiling point detection.
48 W halogen light on the side.
Hygienic stainless steel cooking
interior.
4 tray levels.

Safety
Child lock.
Safety shut-off.
Cooled housing with temperature
protection.

Cleaning
Cleaning aid.
Drying programme.
Descaling programme.
Grease filter, dishwasher-safe.

Planning notes
Door hinge not reversible.
No other electrical appliances should
be installed above the BS.
The door panel surface of the
appliance extends 21 mm from the
furniture cavity.
The outer edge of the door handle
extends 72 mm from the furniture
cavity.
Necessary lateral gap between
appliance door and furniture panel of
min. 5 mm.
Consider the overhang, incl. the door
handle, when planning to open drawers
next to the appliance.
When planning a corner solution, pay
attention to the 110° door opening
angle.
To achieve the 550 mm installation
depth, the connection cable needs to
follow the slanted edge on the corner
of the housing.

Characteristics
Color / Material Front
Anthracite
Built-in / Free-standing
Built-in
Door opening
Lateral
Required niche size for installation
(HxWxD)
Dimensions of the product (mm)
455 x 590 x 547
Dimensions of the packed product
(HxWxD) (mm)
575 x 660 x 690
Control Panel Material
without panel
Door Material
Glass
Net weight (kg)
36.096
Approval certificates
Australia Standards, CE, Eurasian, G-
Mark, Ukraine, VDE
Length electrical supply cord (cm)
150
Cooking method
Defrost, fermentation, Hot Air, Hot air +
steam 100%, Hot air + steam 30%, Hot
air + steam 60%, Hot air + steam 80%,
low temperature steam, Regeneration
Time-setting Options
Start and Stop

Consumption and connection features
Electrical connection rating (W)
Current (A)
8
Voltage (V)
220-240
Frequency (Hz)
50; 60
Plug type
Fixed connection, No plug
Connecting cable type
Approval certificates
Australia Standards, CE, Eurasian, G-
Mark, Ukraine, VDE
Universal Product Code
825225915027
Color / Material Front
Anthracite
Alternative colors available
BSP251110, BSP251130
Energy input
Electric
Current (A)
8
Voltage (V)
220-240
Frequency (Hz)
50; 60
Approval certificates
Australia Standards, CE, Eurasian, G-
Mark, Ukraine, VDE
Length of electrical supply cord (in)
Plug type
Fixed connection, No plug
Appliance Dimensions (h x w x d) (in)
Required cutout/niche size for
installation (in)
Dimensions of the packed product (in)
Net weight (lbs)
80
Gross weight (lbs)
84

2018-11-16
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The mains socket needs to be planned
outside of the built-in niche.

Connection
Energy efficiency class A at a range of
energy efficiency classes from A+++ to
D.
Total connected load 2.0 kW.
Connection cable 1.5 m without plug.



BSP251100
Combi-steam oven 200 series
Full glass door in Gaggenau Anthracite
Width 60 cm
Left-hinged
Controls at the top
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Color Variants
CI292100
Frameless
Width 90 cm

Optional accessories
CA052300
Griddle plate in cast aluminium
CA230100
Black magnetic knob for induction
cooktop 200 series

CI292100
Flex induction cooktop 200 series
Frameless
Width 90 cm

Frameless for flush mounting
Free positioning of cookware inside
combined cooking areas
Professional cooking function for
spliting the cooktop into 3 predefined
heat areas
Cooking sensor function for
temperature control in pots
Frying sensor function for
temperature control in pans
Large cooking zone for pots up to ø
32 cm
Twist-Pad control with removable
magnetic knob
Easy control of all functions with
bicoloured display

Cooking zones
2 flex induction cooking areas 19x23
cm (2200 W, with booster 3700 W),
linked together 38x23 cm (3300 W, with
booster 3700 W).
2 flex induction cooking areas 19x23
cm (2200 W, with booster 3700 W),
linked together 38x23 cm (3300 W, with
booster 3700 W).
1 induction cooking zone ø 21 cm
(2200 W, with booster 3700 W),
automatically switches to ø 26 cm
(2600 W, with booster 3700 W) and to ø
32 cm (3300 W, with booster 3700 W).

Handling
Twist-Pad control with removable
magnetic knob.
User friendly control with bicoloured
display (white / orange).
Cooking zone and cooking area
marking.
Electronic power control in 17 output
levels.

Features
Flex function for rectangular cooking
areas.
Professional cooking function.
Cooking sensor function (in use with
cooking sensor CA 060 300).
Frying sensor function.
Booster function for pots.
Booster function for pans.
Keep warm function.
Stopwatch.
Cooking timer for up to 99 minutes.
Short-term timer.
Options menu.
Power management.

Safety
Main switch.
Operation indicator.
Pot detection.
Residual heat indicator: Digital 2-step
Child lock.
Safety shut-off.

Planning notes
Operates with magnetic (induction)
iron pots and pans only. For an optimal
heat distribution, the use of sandwich
bottom cookware is recommended.
The wok pan WP 400 001 cannot be
used with this appliance.
Immersion depth 56 mm.
Intermediate shelf is recommended.
Appliance must be fixed from
underneath.
Cooktop clamping range: 20 - 40 mm.
Appliance weight: approx. 21 kg.

Connection
Total connected load 11.1 kW.
Connecting cable 1.5 m without plug.

Characteristics
Product name/family
Cooking zone ceramic
Construction type
Built-in
Energy input
Electric
Total number of positions that can be
used at the same time
5
Type of control setting devices
Required niche size for installation
(HxWxD)
56 x 880-913 x 490-525
Width of the product (mm)
908
Dimensions of the product (mm)
56 x 908 x 520
Dimensions of the packed product
(HxWxD) (mm)
126 x 1073 x 603
Net weight (kg)
21.019
Gross weight (kg)
23.0
Residual heat indicator
Separate
Location of control panel
Hob front
Type of external control possibility
Basic surface material
Ceramic
Color of surface
Black
Color of frame
Approval certificates
AENOR, CE
Length electrical supply cord (cm)
150
EAN code
4242006250942

Consumption and connection features
Electrical connection rating (W)
11100
Gas connection rating (W)
Current (A)
Voltage (V)
220-240
Frequency (Hz)
60; 50
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CI292100
Flex induction cooktop 200 series
Frameless
Width 90 cm
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Color Variants
DF481162
fully integrated
Height 86.5 cm

Included accessories
1 x baking tray spray head.
1 x GN container insert.
1 x glass holder rack.

Optional accessories
DA042030
Silvercare cartridge for all dishwashers

Installation Accessories
DA021000
Hinge for all fully integrated diswashers
GZ010011
Aqua stop extension (2 m long)

DF481162
Dishwasher 400 series
fully integrated
Height 86.5 cm

8 programmes with aqua sensor
and 5 options, such as Power and
Intensive:
Clean and dry dishes in 57 minutes
Intensive cleaning in the lower
basket while protecting glassware in
the upper basket
Flexible basket system with smooth
running rails on all levels and
cushioned closing of the upper and
lower basket
Remaining time projection onto the
kitchen floor
Perfectly illuminated interior
Push-to-open function for perfect
integration into handleless furniture
fronts
Very quiet: 43 dB
Energy efficiency class A+++
Aqua stop with guarantee

Handling
Touch key operation.
Time delay up to 24 hours.
Remaining time projection.

Features
Perfectly illuminated interior.
Glass protection with zeolite.
Aqua sensor.
Load sensor.
Automatic detergent function.
Regeneration electronics.
Heat exchanger - Hygienic and efficient
drying
Continuous flow heater.
Triple filter system, self-cleaning.
Soft lock.
Aqua stop with guarantee.
Integrated WiFi module for digital
services
(Home Connect).
The availability of the Home Connect
functionality depends on the availability
of the Home Connect Services in your
country. Home Connect Services are
not available in every country – for
further information please check:
www.home-connect.com

Programmes
8 programmes:
Auto 35 °C - 45 °C.
Auto 45 °C - 65 °C.
Auto 65 °C - 75 °C.
Intensive 70 °C.
Standard Eco 50 °C.
Night programme.
Quick wash 45 °C (29 min.).
Pre-rinse.
5 options:
Intensive.
Power.
Half Load.
Hygiene.
Extra Dry.

Features
Flexible basket system with smooth
running rails on all levels and
cushioned closing of the upper and
lower basket.
Upper basket:
Over extension.
Rackmatic with 3 levels, adjustable in
height up to 5 cm.
6 folding spines.
4 folding racks.
2 glass support bars.
Lower basket:
8 folding spines.
2 folding racks.
Dividable glass support.
Cutlery basket.

Characteristics
Water consumption (l)
9.5
Construction type
Built-in
Height of removable worktop (mm)
865
Required niche size for installation
(HxWxD)
865-925 x 600 x 550
Depth with open door 90 degree (mm)
1200
Adjustable feet
Yes - front only
Maximum adjustability feet (mm)
60
Adjustable plinth
both horizontal and vertical
Net weight (kg)
53.349
Gross weight (kg)
56.0
Connection rating (W)
2400
Current (A)
10
Voltage (V)
220-240
Frequency (Hz)
50; 60
Length of electrical supply cord (cm)
175
Plug type
Gardy plug w/ earthing
Length inlet hose (cm)
165
Length outlet hose (cm)
190
EAN code
4242006276850

Consumption and connection features
Number of place settings
12
Energy efficiency class (2010/30/EC)
A+++
Energy consumption annual (kWh/
annum) - NEW (2010/30/EC)
230
Energy consumption (kWh)
0.80
Power consumption in left-on mode (W)
- NEW (2010/30/EC)
0.50
Power consumption in off-mode (W) -
NEW (2010/30/EC)
0.50
Water consumption annual (l/annum) -
NEW (2010/30/EC)
2660
Drying performance
A
Reference programme
Eco
Total cycle time of reference
programme (min)
195
Noise level (dB(A) re 1 pW)
43
Installation type
Full-integrated
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Holder for long-stemmed glasses.
Maximum dish sizes (upper/lower
basket)
29/28, 26.5/30.5 or 24/34 cm
respectively.
12 place setting capacity.
Maximum glass loading capacity 23
wine glasses.

Product rating
Energy efficiency class A+++ at a range
of energy efficiency classes from A++
+ to D.
From 9.5 l water.
From 0.8 kwh.
Noise level 43 dB (re 1 pW).

Planning notes
Height-adjustable feet.
Appliance plinth recess 100 mm (see
drawing).
To display the remaining time
projection, a minimum plinth protrusion
must be present (40 mm + thickness of
the furniture front).
The maximum plinth height must
be reduced by 30 mm to provide an
optimal display of the remaining time
projection.
Rear feet adjustable at front.
Door weight up to 10 kg.
Door panel dimension dependent on
plinth height of kitchen furniture.
For installation into a tall unit,
ventilation openings are required (min.
200 cm²).

Connection
Total connected load 2.4 kW.
Connecting cable plugable.
Water connection with 3/4" screw joint.
Connection to hot or cold water
possible.
Power consumption standby/network 2
W.
Power consumption left-on-mode 0.5 W.
Power consumption off-mode 0.5 W.
Time auto-standby/network 2 min.
Left-on-mode duration 0 min.
Please check the user manual for how
to switch off the WiFi module.



DF481162
Dishwasher 400 series
fully integrated
Height 86.5 cm
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Color Variants
RC282203
fully integrated
Niche width 56 cm, Niche height 177.5
cm

Included accessories
2 x egg tray.
1 x wine and champagne rack.

RC282203
with fresh cooling
fully integrated
Niche width 56 cm, Niche height 177.5
cm
Refrigerator 200 series

Height adjustable safety glass
shelves
Door racks with aluminium profiles
Net volume 319 litres
Cushioned door closing system
allowing a soft and controlled door
closure

Handling
Electronic temperature control with
digital display.
Touch keys.

Features
Dynamic cold air distribution.
Cushioned door closing system from
20° door opening angle, integrated in
door hinge.
Open-door and malfunction alarm.

Cooling
Net volume 319 litres.
Fast cooling.
Temperature adjustable from +2 °C to
+8 °C.
Wine and champagne rack for 4 bottles,
can be completely folded.
4 door racks with aluminium profile.
1 vegetable drawer.
Bright interior lighting with integrated
glare-free side light elements.

Fresh cooling

Product rating
Energy consumption 116 kwh/year.
Noise level 37 dB (re 1 pW).

Planning notes
Flat hinge.
Door hinge right, reversible.
Door opening angle of 115°, fixable at
90°.
Max. door panel weight 16 kg.

Connection
Total connected load 0.09 kW.
Connecting cable 2.3 m with plug.
Activated charcoal air filter.
Energy efficiency class A++ at a range
of energy efficiency classes from A++
+ to D.
Two climate zones incl. one fresh
cooling drawer with manually
adjustable humidity
1 full width fresh cooling drawer.
Humidity can be adjusted manually.
Ideal for fruit and vegetables.

Characteristics
Construction type
Built-in
Door panel options
Not possible
Height (mm)
1772
Width of the product (mm)
558
Depth of the product
545
Required niche size for installation
(HxWxD)
1775.0 x 560 x 550
Net weight (kg)
68.104
Connection rating (W)
90
Current (A)
10
Door hinge
Right reversible
Voltage (V)
220-240
Frequency (Hz)
50
Approval certificates
CE, Ukraine, VDE
Length of electrical supply cord (cm)
230
Energy efficiency class
Energy consumption (kWh)
Total annual energy consumption (kWh)
Refrigerator Net capacity (l)
Freezer Net capacity (l)
Other separate compartment with other
temperature Net capacity (l)
Freezing capacity (kg)
Storage Period in Event of Power
Failure (h)
Number of compressors
1
Number of independent cooling
systems
1
Interior ventilator
Yes
Reversible Door Hinge
Yes
Number of Adjustable Shelves in fridge
compartment (Stck)
6
Shelves for Bottles
Yes
Capacity of Water Tank [l]
EAN code
4242006223038

Consumption and connection features
Brand
Gaggenau
Product name / Commercial code
RC282203
Product category
Refrigerator
Energy efficiency class (2010/30/EC)
A++
Energy consumption annual (kWh/
annum) - NEW (2010/30/EC)
116
Refrigerator Net capacity (l) - NEW
(2010/30/EC)
319
Freezer Net capacity (l) - NEW
(2010/30/EC)
0
Frost free system
No
Temperature rise time (h)
Freezing capacity (kg/24h) - NEW
(2010/30/EC)
0
Noise level (dB(A) re 1 pW)
37
Climate class
SN-T
Installation type
Full-integrated
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RC282203
with fresh cooling
fully integrated
Niche width 56 cm, Niche height 177.5
cm
Refrigerator 200 series
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Color Variants
RF282303
Niche width 56 cm, Niche height 177.5
cm
Freezer 200 series

Included accessories
2 x cold accumulator.
1 x ice cube tray.

RF282303
fully integrated
Niche width 56 cm, Niche height 177.5
cm
Freezer 200 series

Net volume 211 litres
Flexible interior configuration: all
drawers and safety glass shelves can
be removed
Combines with fridge RC 282 (Side-
by-side)
Cushioned door closing system
allowing a soft and controlled door
closure

Handling
Electronic temperature control with
temperature display.
Touch keys.

Features
Dynamic cold air distribution.
Cushioned door closing system from
20° door opening angle, integrated in
door hinge.
Open-door and malfunction alarm.

Features
No-frost technology with fast freezing.
Temperature adjustable from -16 °C to
-24 °C.
4-star freezer compartment.
Freezing capacity 20 kg/24 h.
Storage time after a malfunction 22 h.
5 freezer drawers, 2 of which extra
large.
4 safety glass shelves between the
freezer drawers.
2 safety glass shelves with transparent
front.
All freezer drawers and safety glass
shelves can be removed.

Product rating
Energy consumption 243 kwh/year.
Noise level 36 dB (re 1 pW).

Planning notes
Flat hinge.
Door hinge left, reversible.
Door opening angle of 115°, fixable at
90°.
Max. door panel weight 30 kg.

Connection
Total connected load 0.12 kW.
Connecting cable 2.3 m with plug.
Energy efficiency class A++ at a range
of energy efficiency classes from A++
+ to D.

Characteristics
Thermometer freeze section
Digital
Light
No
Product category
Upright freezer
Construction type
Built-in
Door panel options
Not possible
Frost free system
Fridge and freezer
Height of the product (mm)
1772
Width of the product (mm)
558
Depth of the product
545
Required niche size for installation
(HxWxD)
Dimensions of the packed product
(HxWxD) (mm)
1840 x 640 x 620
Net weight (kg)
68.416
Gross weight (kg)
74.0
Connection rating (W)
120
Current (A)
10
Frequency (Hz)
50
Approval certificates
CE, G-Mark, VDE
Length of electrical supply cord (cm)
230
Energy efficiency class
Energy consumption (kWh)
Total annual energy consumption (kWh)
Freezing capacity (kg)
Door hinge
Left reversible
Storage Period in Event of Power
Failure (h)
22
Color / Material body
Defrost process
Warning signal / malfunction
visual and audible
Lockable door
No
Number of drawers/baskets (Stck)
5
Number of freezing flaps (Stck)
2
EAN code
4242006258214

Consumption and connection features
Brand
Gaggenau
Product name / Commercial code
RF282303
Product category
Upright freezer
Energy efficiency class (2010/30/EC)
A++
Energy consumption annual (kWh/
annum) - NEW (2010/30/EC)
243
Freezer Net capacity (l) - NEW
(2010/30/EC)
211
Frost free system
Fridge and freezer
Temperature rise time (h)
22
Freezing capacity (kg/24h) - NEW
(2010/30/EC)
20
Climate class
SN-T
Noise level (dB(A) re 1 pW)
36
Installation type
Full-integrated
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RF282303
fully integrated
Niche width 56 cm, Niche height 177.5
cm
Freezer 200 series
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Color Variants
RW466364
fully integrated, with glass door
Niche width 61 cm, Niche height 213.4
cm

Included accessories
1 x connection set.

Installation Accessories
RA420010
Door lock
RA421611
RA421612
RA425110
Handle bar, stainless steel, long

RW466364
Vario wine climate cabinet 400 series
fully integrated, with glass door
Niche width 61 cm, Niche height 213.4
cm

Three independently controllable
climate zones
Consistant temperatures with exact
control from +5 °C to +20 °C
Humidity control
Stainless steel interior
Fully extendable bottle trays in
oak wood and solid aluminium in
anthracite
Bottle trays with hidden telescopic
rails
Warm white and glare-free LED light
spots
5 preset lighting scenarios,
selectable via TFT display
Opening assist for door with two
options:
1. Push-to-open function for
integration into handleless furniture
front
2. Pull-to-open function to facilitate
opening the door using a handle
Low-vibration operation
TFT touch display
Capacity 99 bottles

Handling
TFT touch display operation.
Clear text display.

Features
Dynamic cold air distribution.
Automatic defrosting with defrost water
evaporation.
Activated charcoal air filter.
UV-protection.
Rest mode certified by Star-K.
When rest mode is active, the appliance
can only be opened using a handle.
Open-door and malfunction alarm.
Integrated WiFi module for digital
services
(Home Connect).
The availability of the Home Connect
functionality depends on the availability
of the Home Connect Services in your
country. Home Connect Services are
not available in every country – for
further information please check:
www.home-connect.com

Features
Capacity 99 bottles (based on 0.75/l
standard bottles).
12 bottle trays,
- 9 fully extendable trays
- 3 suitable for storage of Magnum
bottles.
Flexible interior configuration possible
by adding or removing fully extendable
bottle trays.
Storage of up to 12 Magnum bottles
with standard tray configuration (12
bottle trays).
Space for max. 12 bottle trays.
2 brilliant LED light spots with warm
white, glare-free light in each climate
zone.
5 different lighting scenarios can
be selected for individual wine
presentation.
Net volume 361 litres.

Product rating
Energy efficiency class A at a range of
energy efficiency classes from A+++ to
G.
Energy consumption 171 kwh/year.
Noise level 42 dB (re 1 pW).

Planning notes
Flat hinge.
Door hinge right, reversible.

Characteristics
Construction type
Built-in
Door panel options
Not possible
Height (mm)
2125
Width of the product (mm)
603
Depth of the product
608
Required niche size for installation
(HxWxD)
2134.0 x 610 x 610
Net weight (kg)
167.000
Connection rating (W)
300
Current (A)
3
Interior ventilator
Yes
Voltage (V)
220-240
Frequency (Hz)
50-60
Approval certificates
CE, VDE
Length of electrical supply cord (cm)
300
Plug type
Gardy plug w/ earthing
Energy consumption (kWh/d)
winecooler
0.47
Energy consumption per Year (kWh/a)
winecooler
170.5
Total unit gross capacity (l)
441
Number of compressors
1
Number of independent cooling
systems
1
Reversible Door Hinge
Yes
Interior light switch
No
EAN code
4242006262242

Consumption and connection features
Brand
Gaggenau
Product name / Commercial code
RW466364
Product category
Energy efficiency class (2010/30/EC)
A
Energy consumption annual (kWh/
annum) - NEW (2010/30/EC)
171
Capacity in 0.75l (bordeaux bottles)
99
Climate class
SN-T
Noise level (dB(A) re 1 pW)
42
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Door opening angle of 115°, fixable at
90°.
Max. door panel weight 73 kg.
The main socket needs to be planned
outside of the niche.
No transport/operation above 1.500 m
sea level.

Connection
Total connected load 0.300 kW.
Connecting cable 3.0 m, pluggable.



RW466364
Vario wine climate cabinet 400 series
fully integrated, with glass door
Niche width 61 cm, Niche height 213.4
cm
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Color Variants
WSP221100
Glass front in Gaggenau Anthracite
Width 60 cm, Height 14 cm
WSP221110
Glass front in Gaggenau Metallic
Width 60 cm, Height 14 cm
WSP221130
Glass front in Gaggenau Silver
Width 60 cm, Height 14 cm

WSP221100
Warming drawer 200 series
Glass front in Gaggenau Anthracite
Width 60 cm, Height 14 cm

Flush installation
Handleless drawer
Push-to-open system
Hygienic stainless steel interior with
glass bottom
4 power levels in the temperature
range 40 °C to 80 °C (glass surface)
Also for preparing and cooking
meals, and for keeping meals warm

Heating methods
Defrosting of meals/proving of yeast
dough.
Preheating of small beverage
containers.
Keeping meals warm/slow cooking
meals.
Warming ovenware.

Handling
Rotary knob operation.

Features
Net volume 20 litres.
Volume capacity: Dinner service for 6
people including ø 24 cm plates and
soup bowls, additional bowls and a
serving dish depending on size.
Max. load 25 kg.
Usable interior dimensions
W 468 x H 92 x D 458 mm.
Heating under glass bottom for easy
cleaning.
Fan for even heat distribution for fast
warming ovenware.
Status display, visible in the glass front.
Glass bottom made of safety glass.

Planning notes
Necessary lateral gap between
appliance front and furniture panel of
min. 5 mm.
The door panel surface of the
appliance extends 21 mm from the
furniture cavity.
Installation of BSP/BMP/CMP directly
above WSP in 59 cm niche without
intermediate floor.
The socket can be planned behind the
appliance.

Connection
Total connected load 0.81 kW.
Connection cable 1.5 m, pluggable.

Characteristics
Built-in / Free-standing
Built-in
Color / Material Front
Anthracite
Maximum number of plates
12
Maximum number of espresso cups
80
Dimensions of the product (mm)
140 x 590 x 548
Dimensions of the packed product
(HxWxD) (mm)
210 x 650 x 660
Required niche size for installation
(HxWxD)
140 x 560 x 550
Power output heating
0.810
Power Level
high, low, medium, plate
Type of control setting and signalling
devices
Rotary knob
Time control
No

Consumption and connection features
Electrical connection rating (W)
810
Current (A)
10
Voltage (V)
220-240
Frequency (Hz)
50; 60
Plug type
Gardy plug w/ earthing
Universal Product Code
825225916338
Color / Material Front
Anthracite
Alternative colors available
WSP221110, WSP221130
Approval certificates
CE, VDE
Length of electrical supply cord (in)
71 ''
Required cutout/niche size for
installation (in)
x x
Appliance Dimensions (h x w x d) (in)
x x
Dimensions of the packed product (in)
8.26 x 25.59 x 25.98
Net weight (lbs)
36
Gross weight (lbs)
40
Length electrical supply cord (cm)
150
Required niche size for installation
(HxWxD)
140 x 560 x 550
Dimensions of the product (mm)
140 x 590 x 548
Dimensions of the packed product
(HxWxD) (mm)
210 x 650 x 660
Net weight (kg)
16.530
Gross weight (kg)
18.0
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WSP221100
Warming drawer 200 series
Glass front in Gaggenau Anthracite
Width 60 cm, Height 14 cm
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